
ACF COARSE FILTER 

V&T Group developed a special filter for the protection of pumps, piping systems and process equipment 
against large particles. The filter has a special construction which combines flow patterns and turbulence to 
assist in the cleaning process. 
The filtration direction is from inside to outside. The cleaning of the filter is done by the liquid itself and can be 
done manually or automatic. The cleaning cycle only takes 5 seconds. When the solids are heavy or sticky, the 
separating mechanism can be assisted by a scraper mechanism. 

Next to the back-wash ACF filter, V&T Group has developed a new series with a mechanical cleaning system. 
A pneumatic cylinder moves a mechanical scraper over a wedge wire filter element in an axial direction. The 
difficult back washable dirt as there are: fibers, flakes of granulate or organic waste, will be shoved to the outlet 
and drained away through the flush valve. 
As flush valve we recommend a pinch-valve or a membrane valve. As alternative a ball valve, with full bore 
(opening), can be implemented. The flushing is regulated by a programmable timer and if necessary parallel  
linked with a delta-P control.  
The cylinder can execute several strokes during a flush cycle. A flush cycle of 5 seconds is enough to clean the 
complete filter element. The filter is constructed in SS316L and can be cleaned with light acids against 
incrustation of calcium salts or organic material. 



Technical data: 

 Max. operating pressure : 10 bar for types M002-M010 
: 6 bar for types M012 and M016 

 Max. operating temperature all models : 80°C, higher on request. 
 Available baskets : 0,5-4mm for types M002-M006 

: 2-5mm for types M008-M010 
 Capacity is depending on dirt load, working pressure and slot size.
 Type M012 and M016 are standard made with a support (150 mm extra height).
 For the types M002-M010 a support is optional.

Type ACF M002P M004P M006P M008P M010P M012P M016P 
N1 Inlet (PN10) DN50 DN100 DN150 DN200 DN250 DN300 DN400 
N2 Outlet (PN10) DN50 DN100 DN150 DN200 DN250 DN300 DN400 
N3 Flush outlet(PN10) DN50 DN65 DN65 DN80 DN80 DN100 DN100 
Capacity (m³/Hour) 25 60 110 210 275 600 650 
Filter area (cm²) 1030 2060 3090 4050 5405 6035 9050 
Housing diameter 8" 8" 8" 12" 12" 750 mm 750 mm 
Basket lenght (mm) 200 400 600 600 800 400 600 
Dimension A (mm) 1030 1430 1595 1680 2105 1700 2150 
Dimension B (mm) 490 645 725 770 960 760 860 
Dimension C (mm) 160 160 330 330 380 400 600 
Dimension D (mm) 400 400 500 600 620 1100 1100 



Application advantages: 
 Solid, strong construction
 Automatic cleaning
 Low pressure drop
 Easy to operate
 Low maintenance costs

Application area’s: 
 Surface water intake
 Waste water
 Protection of pumps
 Protection of pipes
 Protection of heat exchangers
 Pre-filtration for fine filters
 Process water
 Wash installations of vegetables, potatoes ans bulbs
 Cooling-water
 Granulate filtration
 Pre-filtration waste water treatment




